
Roller Seeder

Designed for large scale commercial growers, the
Roller Seeder is ideal for high density seeding

into raised beds.

The Roller Seeder is a multiple row seeder
with a built in metering system and sowing
rate controller powered by a 12 volt supply.
Almost any vegetable seed can be sown
at almost any row spacing.

The Seed Spider metering system has a
worldwide reputation for reliability, accuracy and

user friendly operation.  It can accurately meter a wide
range of seed sizes and types.

The seeding rate is controlled by an electronic controller which monitors each motor to maintain constant seeding rates.  The seeding rate for
all metering systems is adjustable with a single dial.  An optional GPS ground speed sensor is available to maintain a constant sowing rate
irrespective of speed variations.

How the seed is metered
International Patent Number PCT/NZ/9500059

Rotating sponge
gently separates
seed and pulls it
into release cavity

Sandbrook MacRae Limited, Pohangina Road, RD 14, Ashhurst, New Zealand
Phone: +64 6 329 4794  Fax: +64 6 329 4784  email: info@seedspider.com

Rear roller
covers placed
seed, leaving
a flat bed

Optional GPS
ground speed
sensor

Soil opener
forms optimum
seed channel

Simple
adjustment
for any row
spacing

Quick and
simple seed
change

Single lever
sets sowing
depth

Spider
seeding SYSTEMS

Seed

Stainless steel rollers are used for leveling the bed and covering the placed seed, leaving the seed bed firm and level to suit mechanical
harvesting.  A specially designed stainless steel soil opener forms the optimum seed channel, ensuring accurate sowing depth.  Row spacings
are fully adjustable across three staggered toolbars.

Each metering system can meter seed for up to six rows from one hopper.  Seed is
metered  accurately at higher speeds, making it possible to seed up to 6km/hr (4mph).

Manufactured to uncompromising standards, the Roller Seeder is constructed from
stainless steel and plastic to eliminate corrosion and ensure long term reliability.

Roller widths- 1000mm, 1250mm, 1550mm, 1850mm   Number of rows- 1 to 36
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